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Audyssey by Denon Model 

AVR-S700W 

AVR-S900W 

AVR-X1100W 

AVR-X2100W 

AVR-X3100W 

AVR-X4100W 

AVR-X5200W 

AVR-X7200W 



Denon S-Series 
AV Receivers 
2014-2015 

AVR-S500BT 

AVR-S700W 

AVR-S900W 

Equal Power, Identical, High Current, All-Discrete, Class A/B Amplifiers with 4-ohm Drive Capability 

2 Component Video Ins/1 Out 

Dolby TrueHD, Digital+ & PLII DTS HD Master Audio, Neo:6 & 96/24 Independent Power Supplies 

70 Watts RMS x 5
 

90 Watts RMS x 7
 

Audyssey MultEQ, Dynamic Volume & EQ 

ARC & CEC 

Compressed Audio Restorer 

New Graphic User Interface with Video Overlay Auto Setup 

HDMI Inputs: 5 Rear
 

HDMI Inputs: 7 Rear/1 Front 
 

4 Quick Select Modes Front USB 

Pure Direct 

Apple AirPlay 

DLNA v1.5
 

Analog to HDMI Up-Conversion 

HDMI Inputs: 6 Rear/1 Front
 

Dolby EX/PLIIz & DTS ES 

Front USB Port w/192/24 FLAC, DSD64, & AIFF  

4-Way Binding Posts 

24-bit/192kHz Audio DAC’s HDMI Pass-Through In Standby 

SiriusXM, Pandora & Spotify Connect 

Setup Assistant
 

Video Select 

Ethernet Port
 

75 Watts RMS x 7
 

HDMI 2.0 Connectivity
 

Bluetooth
 

Dynamic ECO Mode
 

Dual Subwoofer Outputs
 

Wi-Fi w/ Dual Antennas 

4K/60Hz Pass-Thru
 

Multi-Source/Multi-Zone 

Dual, Parallel HDMI Outputs
 

4K Ultra HD Scaling
 

Power Amp Assign 

HDMI 2.0 on All Inputs 

Audyssey Mic Stand
 

DSD 



Denon  

AV Receivers 2014-2015 

80 watts x 7 125 watts x 7  150 watts x 9 

AVR-X1100W 

AVR-X2100W 

AVR-X3100W 

105 watts x 7 95 watts x 7 

Audyssey Pro Installer-Ready 

Dolby Atmos 3 Audio Zones 

Multi-source/Multi-zone HDMI Output Dual 12v Triggers (1 on X3100) 

Control4 Certified 

AVR-X7200W 

140 watts x 9 

Detachable Power Cord Bi-ampable Mains 

HDMI: 6 in/1 out HDMI: 8 in/3 out HDMI: 8 in/3 out HDMI: 8 in/2 out HDMI: 7 in/2 out HDMI: 8 in/3 out 

Core Feature Set of AVR-S700 3-Year Warranty Zone 2 Variable Preamp Outputs IR Input & Output 

Gold Badging and Silk-screening White LED Display 

Remote Access 

4K Ultra HD Scaling Analog/HDMI Upconversion ISFccc (Certified Calibration Configuration)  RS-232C Port 

Audio Digital-to-Analog Conversion for Remote Zones (HDMI, Coax, & Optical) 

Audyssey DSX 

DTS Neo:X 

Enhanced Zone 2 Audio (Tone, Balance, Stereo/Mono, High-Pass Filter) 

Dual Main Zone HDMI Out 

Crestron Connected 

D.D.S.C.-HD 

AVR-X4100W 

Aluminum Front Panel with Flip-Down Door 

9-Ch Processor 11-Channel Processor 

MultEQ XT32 Low Frequency Containment (LFC) SubEQ HT 

Denon Link HD 

Monolithic Amplifier Design HD Radio 

Upgraded Amp/PS 

AVR-X5200W 


